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EACH ALTERNATE AND ASSOCIATED WORK.
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___ = (NIGHTS ONLY)
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NOTES:
TEMPORARY CONTROLS TO BE REMOVED AT PROJECT STABILIZATION =
— SILT FENCE/STRAW BALES
— TEMPORARY INLET PROTECTION
— RIPRAP TRACKING PAD EROSION_CONTROL LEGEND:
RIPRAP AT OUTFALLS TO BE PERMANENT AS WELL AS EROSION MATTING,
SEEDING AND VEGETATIVE METHOD’S SHOWN. TRACKING PAD — 48 CY, SEE SHEET C301
SEED MIXES TO BE REFERENCED FROM LANDSCAPE PLAN (SHEET L100) WS
\8)
CONTRACTOR SHALL EMPLOY EROSION CONTROL METHODS AS SHOWN AND ———————
SPECIFIED IN WISCONSIN DEPARTMENT OF NATURAL RESOURCES v v v 3] SEEDING OVER EROSION MAT, CLASS | TYPE B
CONSTRUCTION SITE TECHNICAL STANDARDS AND WISDOT EROSION e v v « v o 20980 sq/FT
CONTROL PRODUCT ACCEPTABILITY LISTS (PAL). v v v v
FROSION CONTROL MEASURES SHALL BE ADJUSTED TO MEET FIELD
CONDITIONS AT TIME OF CONSTRUCTION AND SHALL BE INSTALLED PRIOR
TO ANY GRADING OR DISTURBANCE OF EXISTING SURFACE MATERIAL ON SEEDING OVER EROSION MAT, CLASS Il TYPE C
SITE. 5,704 SQ/FT
FROSION AND SEDIMENT CONTROL MEASURES SHALL BE CHECKED FOR
STABILITY AND OPERATION AFTER A RAINFALL OF 0.5 INCHES OR MORE BTN SR
BUT NO LESS THAN ONCE EVERY WEEK. ANY NEEDED REPAIRS WILL BE Ry ; ‘. .
MADE IMMEDIATELY. WRITTEN REPORTS, EROSION AND SEDIMENT CONTROL GUARDRAIL T ol Tegessaymy CROSION MAT. CLASS Il TYPE A (21 OR FLATTER)
INSPECTIONS ARE AS REQUIRED BY WISCONSIN DEPARTMENT OF NATURAL 265 LF. P S N N
RESOURCES (WDNR).
SILT FENCE SHALL BE INSTALLED IN LOCATIONS SHOWN ON CONSTRUCTION
PLANS. SILT FENCE SHALL BE INSTALLED PER DETAILS ON SHEET C300. , SEEDING OVER EROSION MAT, CLASS | TYPE A (2.5:1 OR
SEDIMENT DEPOSITS: REMOVE FROM BEHIND SILT FENCE WHEN DEPOSITS / FLATTER) 21,400 SQ/FT
REACH DEPTH OF 6 INCHES. SILT FENCE: REPAIR OR REPLACE TO y y
MAINTAIN BARRIER.
/ /
FROSION CONTROL MEASURES SHALL BE MAINTAINED ON CONTINUING / / RIPRAP (OUTFALLS) — 3°—6" CLEAR STONE (60 CY
BASIS UNTIL SITE IS PERMANENTLY STABILIZED. SITE STABILIZATION / / ( ) ( )
INVOLVING SEEDING WHICH IS NOT COMPLETED PRIOR TO SEPTEMBER 15 / /
SHALL BE COMPLETED WITH DORMANT SEEDING BY NOVEMBER 1. SODDING /
MAY OCCUR ANYTIME SOD IS AVAILABLE AND SOD AND SOIL IS NOT / [ NOTE:
FROZEN. / | EgEE%E'{_(KlLEISEETLAII_\&?,\?GAQLDANSPECIFICATION SECTION 32 90 00
\
INLET GRATE SCREENS SHALL BE INSTALLED ON EXISTING AND PROPOSED \
INLETS AND CATCH BASINS. REFERENCE SITE UTILITY DRAWINGS FOR LEGEND:
LOCATION OF PROPOSED INLETS AND CATCH BASINS. FOR STRUCTURES IN \ EXISTING TREE
DISTURBED AREAS THAT WILL NOT BE FINISHED AND VEGETATION \
ESTABLISHED WITHIN 30 DAYS, CURB INLET SEDIMENT BARRIERS SHALL BE \
USED IN LIEU OF INLET GRATE SCREENS. INLET PROTECTION SHALL BE \ {;
PER PLAN AND DETAILS ON SHEET C301. | BENCHMARK
\ BENCHMARK\
FROSION CONTROL MEASURES MUST BE IN PLACE AT END OF EACH MAG SPIKE. 'S | EXISTING GAS LINE
WORKDAY. / - N 293593.65\ 28 \\ |
\ 300 £.'588990.00 ~N e —— I EXISTING WATER LINE
B esesasan aDaD S
SEDIMENT DEPOSIT/TRACKING FROM CONSTRUCTION WORK OR STORM \ B BISEE T ONGRETE LINED CHANNEL /+/\ | EXISTING STORM SEWER LINE
EVENTS: CLEAN UP BY END OF EACH DAY. FLUSHING NOT ALLOWED ~ WOODS CREEK . +\ . e T SeWe e
| \}‘\/
4 ™~ / o0 =
WHERE CONSTRUCTION ACTIVITIES HAVE PERMANENTLY CEASED OR HAVE \ =3 ] — o+ (e EXISTING UNDERGROUND ELECTRIC
TEMPORARILY BEEN SUSPENDED FOR MORE THAN FOURTEEN DAYS, OR ~ N Low TREE M e AP
WHEN FINAL GRADES ARE REACHED IN ANY PORTION OF SITE, o N *_Wﬁxﬂ__ X X X X = Wv@/wc_,o'k EXISTING COMMUNICATIONS LINE
STABILIZATION SHALL BE IMPLEMENTED WITHIN SEVEN DAYS. TEMPORARY \ < RIPRAP WIER OVERFLOW < W o % EXISTING ELECTRICAL PEDESTAL
STABILIZATION PRACTICES SUCH AS MULCH/TACKIFIER, EROSION MAT, OR \\ - ALONG BERM AT EL. ?@*\\ﬁ R \
WISDOT TYPE B SOIL STABILIZER (POLYMER) SHALL BE APPLIED TO SOIL 621.00. =20 WDE e % EXISTING STORM MANHOLE
SURFACE WHEN SITE IS NOT READY FOR PERMANENT RESTORATION. WHEN | s
STABILIZATION NOT POSSIBLE DUE TO SNOW COVER, STABILIZATION & ~ \ EXISTING SANITARY MANHOLE
MEASURES SHALL BE INITIATED AS SOON AS POSSIBLE. ~ >0 x EXISTING WATER VALVE
DUST CONTROL SHALL BE IMPLEMENTED THROUGHOUT CONSTRUCTION AND \ “ EXISTING LIGHT POLE
SHALL UTILIZE METHODS OUTLINED IN WDNR TECH STD. 1068. AT CNRS 625 x EXISTING CATCH BASIN
MINIMUM, WATER SPRAY OPEN SOIL AND TRACKING ONCE EACH WORK DAY. S -
6 « X X EXISTING CHAIN LINK FENCE LINE
REMOVAL OF VEGETATIVE COVER AND EXPOSURE OF BARE GROUND MUST i i EYISTING CONTOUR LINE
BE RESTRICTED TO MINIMUM AMOUNT NECESSARY FOR CONSTRUCTION. G
AREAS WHERE SOIL IS EXPOSED MUST BE PROTECTED FROM EROSION BY RS = NN\ e x 665 PROPOSED CONTOUR LINE
SEEDING AND MULCHING, SODDING, DIVERSION OF SURFACE RUNOFF, G =2 5\ Ny N = \ .
INSTALLATION OF STRAW BALES OR SILT SCREENS, CONSTRUCTION OF P ~ EXISTING POWER POLE/GUY WIRE
SETTLING BASINS, OR SIMILAR METHODS AS SOON AS POSSIBLE AFTER ‘ x
REMOVAL OF ORIGINAL GROUND COVER AS DESCRIBED IN WISCONSIN DNR
TECHNICAL STANDARDS. ANY STOCKPILE THAT REMAINS OVER 7 DAYS MUST ! oo oo o [ COMBINATION SILT FENCE WITH STRAW BALE
BE STABILIZED WITH MIXTURE NO. 20 FROM WISDOT SECTION 630. - T 4 R b REINFORCEMENT — (SEE SHEET C301)
STORM WATER AND GROUND WATER PUMPED FROM EXCAVATIONS AND/OR x
DEWATERING WELLS SHALL BE DISPOSED OF IN ACCORDANCE WITH Q&
WISCONSIN STATUTES. SEDIMENT BASINS, SEDIMENT TRAPS AND/OR USE !
OF POLYMERS TO CONTROL SEDIMENT: NOT ALLOWED. DISCHARGE OR ] — | —S0— —Sb——8S0——  PROPOSED STORM SEWER
PUMPED WATER TO SANITARY SEWERS: NOT ALLOWED. ‘ e RETAINING WALL LOCATION
R (SEE C200)
FROSION MAT SHALL CONSIST ENTIRELY OF BIODEGRADABLE COMPONENTS. " N
FVERY SQUARE INCH SHALL BE SECURED TO GROUND: NO BUCKLING, NO \ (‘/ (TIPFEEg,D';“LET PROTECTION
GAPS. ‘
AFTER SITE IS UNIFORMLY STABILIZED ACROSS 80% OF SITE AREA, OR
PRIOR TO, AT DIRECTION OF DEPARTMENT OF NATURAL RESOURCES, NOTES:
REMOVE TEMPORARY EROSION CONTROL MEASURES AND DISPOSE OF
PROPERLY. ANY REMAINING TEMPORARY EROSION CONTROL DEVICES AFTER MAINTAIN CONDITION OF EXISTING TREES/SHRUBS/VEGETATION
THIS POINT CONSTITUTE LITTERING AND MAY BE ENFORCED AS DETERMINED AND SOD DURING CONSTRUCTION, TO REMAIN AS PART OF THIS
NECESSARY BY DEPARTMENT OF NATURAL RESOURCES. " CONTRACT. REPAIR ANY DAMAGE AT NO COST TO GOVERNMENT.
—a7E OF
CONTRACTOR SHALL MAINTAIN LOG OF EROSION CONTROL INSPECTIONS, %W\N RESTORE, SEED & MULCH GRASSED AREAS DISTURBED AS PART
REPAIRS MADE, AND RAIN EVENTS. SUBMIT WITH PAY REQUESTS. D ED//MA\N OF WORK ASSOCIATED WITH THIS CONTRACT.
PLACE MINIMUM OF 6 INCHES OF TOPSOIL IN AREAS TO RECEIVE INEET PROTECTION
PERMANENT SEEDING. MILL, GRIND, AND SCREEN SOD AND TOPSOIL
REUSED FROM SITE CLEARING AND GRUBBING. OFF—=SITE TOPSOIL: TEST NEW INLETS IN CURB LINE TO BE PROTECTED WITH TYPE *C”
(PHYSICAL AND CHEMICAL) AND PROVE MEETS SPECIFICATIONS, PER EACH INLET PROTECTION PRIOR TO SITE STABILIZATION. SEE SHEET
SOURCE, AND SUBMIT SAMPLES BEFORE DELIVERY, NUMBER AND TYPE C300 FOR DETAILS. (24 NEW INLETS REQUIRE PROTECTION
SPECIFIED. DURING CONSTRUCTION)
NEW ROUND CATCH BASINS IN GRASSED AREAS TO BE
PROTECTED WITH WISDOT TYPE "B” INLET PROTECTION PRIOR TO
SITE STABILIZATION. (2 NEW INLETS REQUIRE PROTECTION
DURING CONSTRUCTION)
EXISTING CATCH BASINS TO BE PROTECTED WITH WISDOT TYPE
”"B” INLET PROTECTION DURING CONSTRUCTION ACTIVITIES.
GENERAL CONTRACTOR RESPONSIBLE FOR REMOVING INLET
PROTECTION FROM INLETS IDENTIFIED ON THIS PLAN AND IN
NOTES ABOVE (FOR PLAN CLARITY) FOLLOWING SITE
ALL LINES UTILITY SERVICES STABILIZATION OR PAVING COMPLETION.
12211 W FAIRVIEW AVE.
<ToP 4 = FROSION CONTROL
MILWAUKEE, WI 53226 INSTALL EROSION CONTROL IN PHASE AREAS BEFORE PHASE OF
(414) 302-9750 WORK BEGINS. CONTRACTOR LAYDOWN AREA SHALL BE IN
_ PHASE 2A AREA UNTIL PHASE 1 COMPLETE, THEN MOVE TO
= ¢ NORTH -
Private Lines Inc. -
/ v \ EROSION CONTROL PLAN
PRIVATE LINES INC. ‘ /" CHISEL CROSS FD. — SCALE 0 25' 50’ 100’
£3221 STATE RD. 161 \ gggg?iggg/ —————————
IOLA, WI 54945 N e FL—648.35
(888) 246—-0220 = -
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————————— || EXISTING ELECTRICAL PEDESTAL
EXISTING STORM MANHOLE
N WOODS: CREEK '— CONCRETE LINED 'CHANNEL |
W/ EXISTING SANITARY MANHOLE
© s ?»003?/ EXISTING WATER VALVE
LUSTER PHASE 1 e
20 EXISTING LIGHT POLE
EXISTING CATCH BASIN
EXISTING FENCE LINE
‘ EXISTING CONTOUR LINE
N PHASE 3 ‘ 665 PROPOSED CONTOUR LINE
1700 HRS — o& EXISTING POWER POLE/GUY WIRE
(NIGHTS ONLY) ‘
EXISTING ELECTRICAL MANHOLE
PROPOSED CATCH BASIN
PROPOSED STORM SEWER
PROPOSED STORM MANHOLE
o
i NOTES:
«©
MAINTAIN CONDITION OF EXISTING TREES/SHRUBS/VEGETATION
AND SOD DURING CONSTRUCTION, TO REMAIN AS PART OF
THIS CONTRACT. REPAIR OR REPLACE DAMAGED PROPERTY
AT NO COST TO GOVERNMENT.
RESTORE, SEED & MULCH GRASSED AREAS DISTURBED AS
Al PART OF WORK ASSOCIATED WITH THIS CONTRACT.
\\ ¢ TREES (BRANCHES, LEAVES, STUMPS ETC.) TO BE REMOVED
& AND DISPOSED OF OFF VAMC PROPERTY (UNLESS DIRECTED
PHASE 2a OTHERWISE BY VA COR).
PROVIDE POST—CONSTRUCTION WI—R.L.S. STAMPED AS—BUILT
PHASE 1 RECORD DRAWING.
QUANTITIES PER PHASE
° QUANTITIES HAVE BEEN ESTIMATED FOR REMOVAL OF ~24”
o e OF TOPSOIL FROM THE SITE.
\
SL'TEOSFAS\‘M\N §e TERS Sing, i ) el i il
pePL. N
M . * PHASE 1: 9,427 CY OF TOPSOIL TO BE REMOVED
PHASE 2A: 4,943 CY OF TOPSOIL TO BE REMOVED
A PHASE 2B: 749 CY TOPSOIL TO BE REMOVED
PHASE 3: 1350 CY TOPSQIL TO BE REMOVED
< RDDTTIONAL FARTHWORK NOTES
PROVIDE MODULAR TOPSOIL PROCESSING FACILITY DESIGNED,
BUILT, AND OPERATED BY CONTRACTOR. PROVIDE ON-SITE
TRUCK SCALE, CALIBRATE, MAINTAIN, AND OPERATE, FURNISH
WEIGHT TICKETS FOR TOPSOIL AND SITE MATERIALS NOT
WEIGHED ELSEWHERE
— CONTRACTOR TO COMPLETE EARTHWORK WITHIN PROPOSED
O& PARKING LOT IN TWO DISTINCT PHASES. EACH PHASE WILL
UTILIZE THE OTHER AS A LAYDOWN / STORAGE AREA.
GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR
SUBMITTING PHASING PLAN TO VA COR FOR APPROVAL AND
WILL BE REQUIRED TO USE INTERNAL AREAS FOR LAYDOWN
ALL LINES UTILITY SERVICES AND STORAGE.
00
1S-Z|-(2)|131 4W FAIRVIEW AVE. ONCE CONSTRUCTION IS COMPLETE, THE CONTRACTOR
SHALL PRESSURE WASH THE PAVEMENT TO REMOVE ALL
MILWAUKEE, WI 53226 DIRT AND DEBRIS — SUBJECT TO APPROVAL FROM VA COR.
(414) 302-9750
PHASE 2 AREA TO BE USED FOR TOPSOIL PROCESSING
¥ 3 NORTH FACILITY, MATERIALS, STAGING AND EQUIPMENT LAYDOWN.
Private Lines Inc e \ BEGIN WHEN PHASE 1 IS PAVED, AND RELOCATE TOPSOIL
X // ; : PROCESSING PHASE 2 FACILITY OVER TO PHASE 1 AREA,
\ S oISl RO o, o BASE GRADING PLAN ALONG WITH CONTRACTOR LAYDOWN.
o1 PRIVATE LINES INC. E gggﬂ&gg_//_.,/ SoALE 5 = = —
E E3221 STATE RD. 161 _FL-638.35
IOLA, WI 54945
(888) 246—0220 |
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LEGEND:

EXISTING TREE

f} BENCHMARK

EXISTING GAS LINE

EXISTING WATER LINE
EXISTING STORM SEWER LINE
EXISTING SANITARY SEWER LINE

EXISTING UNDERGROUND ELECTRIC
EXISTING COMMUNICATIONS LINE
EXISTING ELECTRICAL PEDESTAL
EXISTING STORM MANHOLE
EXISTING SANITARY MANHOLE
EXISTING WATER VALVE

EXISTING LIGHT POLE

EXISTING CATCH BASIN

EXISTING CONTOUR LINE

_________ 665 PROPOSED CONTOUR LINE

K ‘= CONCRETE LINED. 'CHANNEL EXISTING POWER POLE/GUY WIRE

WOODS' CREE

EXISTING ELECTRICAL MANHOLE

RS
wiLLow TREE o PROPOSED CATCH BASIN

PROPOSED STORM SEWER
PROPOSED STORM MANHOLE

— RETAINING WALL LOCATION
(SEE C200) 660 SQ/FT

NOTES:

MAINTAIN CONDITION OF EXISTING TREES/SHRUBS/VEGETATION
AND SOD DURING CONSTRUCTION, TO REMAIN AS PART OF
THIS CONTRACT. REPAIR OR REPLACE DAMAGE AT NO COST
TO GOVERNMENT.

RESTORE, SEED & MULCH GRASSED AREAS DISTURBED AS
PART OF WORK ASSOCIATED WITH THIS CONTRACT.

TREES (BRANCHES, LEAVES, STUMPS ETC.) TO BE REMOVED
AND DISPOSED OF OFF VAMC PROPERTY (UNLESS DIRECTED
OTHERWISE BY VA COR).

PROVIDE POST—CONSTRUCTION WI—-R.L.S. STAMPED AS—-BUILT
RECORD DRAWING.

three quarters inch

@MAXIMUM LONGITUDINAL SLOPE ON SIDEWALKS TO BE 10%

APPROXIMATE
QUANTITIES — BASE BID (ALL THREE PHASES)

14,450 SQYD OF 4" ASPHALT PAVEMENT

3,853 CY BASE AGGREGATE (1—-1/47)

6300 L.F. CURB & GUTTER — STRAIGHT

972 L.F. CURB & GUTTER — RADIUS

APPROXIMATE
QUANTITIES — PHASE 1

5,702 SQYD OF 4" ASPHALT PAVEMENT

T

\

1,267 CY BASE AGGREGATE (1—1/47)

2665 L.F. CURB & GUTTER — STRAIGHT

487 L.F. CURB & GUTTER — RADIUS

APPROXIMATE
QUANTITIES — PHASE 2A

4090 SQYD OF 4" ASPHALT PAVEMENT

ADDITIONAL EARTHWORK NOTES

909 CY BASE AGGREGATE (1—-1/4")

CONTRACTOR TO COMPLETE EARTHWORK WITHIN PROPOSED
PARKING LOT IN TWO DISTINCT PHASES. EACH PHASE wiLL 1993 L.F. CURB & GUTTER — STRAIGHT
UTILIZE THE OTHER AS A LAYDOWN / STORAGE AREA. 165 LE CURB & GUTTER — RADILS

GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR APPROXIMATE
SUBMITTING PHASING PLAN TO VA COR FOR APPROVAL AND

WILL BE REQUIRED TO USE INTERNAL AREAS FOR LAYDOWN QUANTITIES — PHASE 2B
AND STORAGE.

three eighths inch

one quarter inch

1,192 SQYD OF 4” ASPHALT PAVEMENT
— ONCE CONSTRUCTION IS COMPLETE, PRESSURE WASH
PAVEMENT TO PURE BLACK ASPHALT WITH NO DIRT AND 265 CY BASE AGGREGATE (1—1/4")
1A551%|NVESFX|TR|\L/||TE§V SA%/RE\”CES DEBRIS — SUBJECT TO APPROVAL FROM VA COR.
(D .
STOP 4 \el MOBILIZATION: APPROXIMATE
MILWAUKEE, WI 53226 ) N QUANTITIES — PHASE 3
(414) 302-9750 \ EARTHWORK, CONCRETE AND PAVING CONTRACTORS SHALL
/ G T MOBILIZE THREE (3) TIMES, ONCE PER PHASE. 3,466 SQYD OF 4” ASPHALT PAVEMENT
) . : | S NORTH ,,
Prlvate LlneS |nC \ e o 1,412 CY BASE AGGREGATE (1—1/47)
@ _A=T0%0.
FINISHED GRADING PLAN (PHASES NOT SHOWN) 1702 LF. CURB & GUTTER — STRAIGHT
PRIVATE LINES INC. SCALE O 25 50 100’
OE £3291 STATE RD. 161 320 L.F. CURB & GUTTER — RADIUS
IOLA, WI 54945
(888) 246—-0220
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N\ 636.0' -5 \

SEE ROAD CROSS SECTIONS FOR 637.0'
ELEVATIONS. NEW LANE TO MATCH 637.5"
EXISTING ROAD PROFILE. CURB AND SEE TYPICAL STAIR DETAIL
GUTTER INTEGRAL TO NEW LANE FOR ELEVATIONS AND STAIR
SECTION. CONFIGURATION
18" TRANSITION FROM BACK OF CURB OF
NEW LANE TO EXISTING PARKING LOT TO
BE GRAVEL - COORDINATE WITH VA COR.
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SEE TYPICAL STAIR DETAIL
FOR ELEVATIONS AND STAIR
| CONFIGURATION
)

SEE ROAD CROSS SECTIONS FOR
ELEVATIONS. NEW LANE TO MATCH
EXISTING ROAD PROFILE. CURB AND

LEGEND:
EXISTING TREE

f} BENCHMARK

EXISTING GAS LINE

EXISTING WATER LINE

EXISTING STORM SEWER LINE
EXISTING SANITARY SEWER LINE
EXISTING UNDERGROUND ELECTRIC
EXISTING COMMUNICATIONS LINE
EXISTING ELECTRICAL PEDESTAL
EXISTING STORM MANHOLE
EXISTING SANITARY MANHOLE
EXISTING WATER VALVE
EXISTING LIGHT POLE

EXISTING CATCH BASIN

EXISTING CONTOUR LINE

665 PROPOSED CONTOUR LINE

EXISTING POWER POLE/GUY WIRE
EXISTING ELECTRICAL MANHOLE
% & PROPOSED CATCH BASIN

—— — S — — SD — — SD —— PROPOSED STORM SEWER

PROPOSED STORM MANHOLE

RETAINING WALL LOCATION
(SEE LANDSCAPE DRAWINGS)

® 635.1' FNiSHED SPOT ELEVATION

e TOC

636.0' TOP OF CURB ELEVATION

® TOW: 636.0" TOP OF WALL ELEVATION

FLOW ARROW

NOTES:

MAINTAIN CONDITION OF EXISTING TREES/SHRUBS/VEGETATION
AND SOD DURING CONSTRUCTION, TO REMAIN AS PART OF
THIS CONTRACT. REPAIR OR REPLACE DAMAGE AT NO COST
TO GOVERNMENT.

RESTORE, SEED & MULCH GRASSED AREAS DISTURBED AS
PART OF WORK ASSOCIATED WITH THIS CONTRACT.

TREES (BRANCHES, LEAVES, STUMPS ETC.) TO BE REMOVED
AND DISPOSED OF OFF VAMC PROPERTY (UNLESS DIRECTED
OTHERWISE BY VA COR).

PROVIDE POST—CONSTRUCTION WI-R.L.S. STAMPED AS—BUILT
RECORD DRAWING.

@ MAXIMUM LONGITUDINAL SLOPE ON SIDEWALKS TO BE 10%

APPROXIMATE

QUANTITIES — BASE BID (ALL THREE PHASES)
ATON EXSTING (5359 14,450 SQ/YD OF 4" ASPHALT PAVEMENT
g 3,853 CY BASE AGGREGATE (1-1/47)
o N 6300 L.F. CURB & GUTTER — STRAIT
I 635 L.F. CURB & GUTTER — RADIUS
E@ ADDITIONAL EARTHWORK NOTES
3o _ CONTRACTOR TO COMPLETE EARTHWORK WITHIN PROPOSED
< PARKING LOT IN TWO DISTINCT PHASES. EACH PHASE WILL
UTILIZE THE OTHER AS A LAYDOWN / STORAGE AREA.
GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR
- SUBMITTING PHASING PLAN TO VA COR FOR APPROVAL AND
ALL LINES UTILITY SERVICES VAVll\lL[I)_ SEOFEQAEC(;DEUIRED TO USE INTERNAL AREAS FOR LAYDOWN
®© 12211 W FAIRVIEW AVE. '
3 STOP 4 A\ ONCE CONSTRUCTION IS COMPLETE, PRESSURE WASH
" MILWAUKEE, WI 53226 N PAVEMENT TO PURGE BLACK ASPHALT WITH NO DIRT AND
S (414) 302-9750 / iy 1\ DEBRIS — SUBJECT TO APPROVAL FROM VA COR.
I S LG OENEAMARK e -
. cHsEL cROSS 'O NORTH MOBILIZATION:
f Private Lines InC. Eﬁ%?éi%%g ’’’’’’’’’ EARTHWORK, CONCRETE AND PAVING CONTRACTORS SHALL
E DETAILED GRADING PLAN (PHASES NOT SHOWN) MOBILIZE THREE (3) TIMES, ONCE PER PHASE.
g— PRl\/ATE LlNES |NC SCALE 0 25' 50' 100’
Q OE E3221 STATE RD. 161
© IOLA, WI 54945
(888) 246—0220
100% CONSTRUCTION DOCUMENTS
_ Drawing Title Project Title Project Number
e - PROJECTLEADER, Detailed Grading || S'TE SOUTH EAST 09513174 i
: Dept. of Veterans Affairs — Office of
v - AREA PARKING LOT Building Number epe .
Medical Center sy nglGI\M % Plan ' Facilities
N hons 6123327522 ingle Source. Sound Soluti ~ evone: 012 e oo
l © 5000 W. Nati()nal Avenue ngfggggi,jggz Single ' Solutions MGROUP a1 o502 Approved: Project Director Location Drawing Number Management
E ] Nenedamanfurher.com www.thesigmagroup.com MILWAUKEE, Wi VA Medical Center,Minaukee, WI
- M”Wau kee Wi 1300 West Canal Street 932N, MAYFAIR RD.,
E@ < ’ Mg ATES O F]Vlﬂ mAT RIX Milwaukee, WI 53233 MILWAL_”:EE')W" o Date Checked By:| \Drawn By: C203 Department of
: Al TES OF — hone: ~643-4200 P (414) 255.6154
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Amendment 001

1 2 3 4 5 6 7 8 9
POND SECTION A PROFILE
SCALE: 1”=10" (VERTICAL EXAGGERATION 2.5X)
30+00 31+00 31+12 A
635 1 1 1 1 635
| I POND CONSTRUCTION NOTES:
NATIVE SILTY CLAY SOIL SHALL ACT AS LINER.
1 i (WNDR TECH STANDARD 1001)
= 6301 630 CONTRACTOR TO OVER EXCAVATE THE BASE OF THE POND
o . | i UP TO THE 2 YEAR WATER LEVEL SHOWN BELOW
o (618.55°). CONTRACTOR WILL THEN IMPORT NATIVE
2 1 i SILTY/CLAY MATERIAL FROM THE SITE AND INSTALL NATIVE
o SOIL 'LINER.
I NATIVE LINER TO BE INSTALLED PER NATURAL RESOURCE
@ 1 - CONSERVATION SERVICE, WISCONSIN CONSTRUCTION
< —— SPECIFICATION 204, EARTH FILL FOR WASTE STORAGE 31412 .
2 6251 ———— 625 FACILITIES. —
] T = —_— —
o PARKIN T = —_—
- I — —E&Xisy
_ . “NE GRounp GENERAL NOTE: —T
- | % T —— PROVIDE POST—CONSTRUCTION WI—-R.L.S. > ~ . ~ = \\
_ v -
+ 620/ 68 LF, 15” RCP @ 2% 10 LF, 18" OUTLET STAMPED AS—BUILT DRAWING. N — 5
3 PVCl @ 1% EL. 619.11°
- . SN N \
g | cB8 N \
o STA. 30+20 PERMANENT POOL ELEVATION 617.0 \
I | RIM = 622.8’ w
o IN'S = 619.30’ = = ~ \
o 1 INV- N = 619.20’ OE'TPFF;ALE
O o
£ - 615 ?
- =
E - c .
o . \ — X
g 10 - - /\( — / \
- .
5 1 I T 5 \
8 610 610 B Al;r\)\)
o) /
T s \ 14 LF, 18"
~ \ PVC@1% -\
| I OUTLET = X
POND OUTLET PROFILE 618.74 32 LF, 10" <
98100 ' ' ' 31400 3.13° PVC @ 1% \
SCALE: 1”=10" (VERTICAL EXAGGERATION 2.5X) ) ~ CB8 X
689100 . . 60+89 4 OUTLET = \5«—
Station ° 619" 40+00
) i I Lo\ CB3
3 . - L\(
h O\ »
) . r xR S
=T POND OUTLET 2 PROFILE @20 2\, !
1 SCALE: 1”"=10" (VERTICAL EXAGGERATION2.5X) - ™ \& 1ILF. 8
I SCALE: 1”=10" (VERTICAL EXAGGERATION 2.5X) 5 - CB10/=2 /’@D\%’g
S © 70+00 70+7 625 623 S~ pVC
o 9 . . 3 o) 553
< 63 630 | i \21 \ P
(0] . L - 6‘6 (S)I'/o % / /
= 1 - N .
o C \’O \07090
i L | L I 8o 0 U‘@ C/ @ =
] I 2% ° 2 & ?\g\) =
S — : < 2 2
- - 620 T —— _ 83.LF, 24" RCP @ 1% 620 \ =
625 1625 T T~ — =
' N —— ' % —
- | i S 18 = S 0
S o | CB4 (ROUND) — i g =
4 FINISHED GRADE | STA. 3+03 N OUTLET = 618.74 — — | N 5
o : RiM- = 623.2" W 8 . 3 /Q @ &/
S 1 o i IN NW = 619.0° QQ | 7 CB9
-— 4 1 Ex IN'SW = 619.14’ I
I 1 STNG GRapg | i - ' RIPRAP oo
—— . , 615 IN S = 619.10 615 PR CRKS | ,\
- —-—— _ OUTLET = 619 IN NE = 619.0° OUTFALL
3] 6201 > — = 620 | i
E 18 LF, 8" PVC @ 1% 32 LF, 10" PVC @ 1% \ﬁ,/‘ ——————— PROFILE KEY
& i CB6 CB7 i . -
g | STA. 70+05 STA. 70+28 i NOT TO SCALE
5 RIM = 623.0° RIM = 622.8’ 1 -
>. . IN-E = 619.5’ IN W = 619.32’ g | i
© IN E = 619.22’
3 1 RIPRAP \
o 6104 610
s OUTFALL
= 6151 615 NOTE:
1 - PROVIDE POST—CONSTRUCTION
| i WI—R.L.S. STAMPED AS—BUILT
1 B DRAWING.
. | i
) %00 ' ' 60+89°
%4800 ' ' 701930
-g Station
" Station
v POND SECTION B PROFILE
@]
I SCALE: 1”=10" (VERTICAL EXAGGERATION 2.5X)
_C 6%9--00 1 1 1 41TOO 1 1 1 42TOO 1 1 1 42--§g
S 5 635
< | i 48" DIA TRASH RACK
- | | /N
< ADJUSTING RINGS 6" MIN. OR AS
[0) | L REQUIRED TO MEET GRADE. BUTYL
S SEAL BETWEEN RINGS.
RIM EL. 620.30 e
6301 1630 L,
i | VA AAAAA “' s
| | 6" ——:—— u‘
i A . “l<e——— PRECAST
- — o .=/ REINFORCED
g | - i i 48 DA —=", CONCRETE
- 4 PARKING I e 7 \ RISERS
o 6251 / —— _ 625 [ = “{ ™~ DOUBLE BUTYL SEAL
o 1 —~ TOP OF EMBANKMENT i = e BETWEEN RISERS.
— — __ EXISTING 622.00’ L
Il ='ING_GR
! | ROUND I I — i 6” ORIFICE WITH TRASHi STEPS CONFORMING
S | - " 48" DIA. TRASH RACK SPILLWAY I SCREEN —=—{ - e |- TO AASHTO M 199.
= T —__ 48” DIA. CONCRETE RISER EL.=621.00"
2 | ~— —100YR STORM ELEVATION = 620.36’ OUTLET STRUCTURE 100 YR STORAGE ELEVATION = 620.36" (HYDROCAD) - L/ T"\,
= e e e e e e B e e e e s )
° 6201 — 1620 CLAY BACKFILL —
|| —— " — = COMPACTED TO 95%
| _ ' —— i 3" ORIFICE WITH TRASH
o _ |\ 1 ’"€$ ~________ -4 2YR STORM ELEVATION = 618.56 ———————————— — —\~—— | __________1 SCREEN - STD PROCTOR
< | i =
pras b .
| wr PERMANENT POOL ELEVATION 617.0 i % =
N o
615 T 615 4y ?
T — 4 18"CPP ——
POND BOTTOM EL.=613.0’ 18" CPP 69" lomn e
L w© | PROPOSED GROUND 69" LONG @ 1.4% ——= 7 - SUMP EL. = 613.01 : *
8 | \ANTI—SEEP — SR _ I T T T NG
o | COLLAR /FILTER = j N .
; DIAPHRAM / 8" . 5" MIN. V#V1Y8¢§S1 ;@3 E)EPT(IEI. C EACH
I 6101 RIPRAP 610 @ 6” C—C EACH WAY OVER
o i OUTFALL i 12’ TO 25' DEPTH.
o CLAY BACKFILL —
£ | i COMPACTED TO 95%
N STb PROCTOR OUTLET S,:II'CITUS(CZ:IEERE DETAIL
S
S | i
8 o o 605 T T T T T T T T T T T 605
s 40+00 41+00 42+00 42+85
Station
100% CONSTRUCTION DOCUMENTS
CONSULTANTS PROJECT LEADER Drawing Title Project Title Project Number
e ) ' ' SITE SOUTH EAST 695-13-174 :
g Dept. of Veterans Affairs . Stormwater AREA PARKING LOT O Office of
o - Damon Farber Associgtes T ASHLAND, Wi . -
g Medlcal Center 923NtcolletMaIla m .SIG 211 6TH STREET WEST Pond PrOfIIeS - Fa‘CIIItIeS
is, MN 55402 ASHLAND, WI, 54806
Il Per Cit comments, - phone 612.332.7522 Single Source. Sound Solutions. GROUP PHONE: (715) 682-6004 - _ . -
. © h 3:1 tati i 5000 W. National Avenue fax 612.332.0936 i FAX:  (715) 052:6025 Approved: Project Director Location Drawing Number Management
0 C ang_e notations O_n Iner www.damonfarber.com www.thesigmagroup.com MILWAUKEE, Wi VA Medical Center.Milwaukee. WI
- materials _and elevations for I\/Iilwau kee WI 1300 West Canal Street 533 . AYFAIR D, J J
Z pond profile and outlet 1 rY 5 Milwaukee, WI 53233 MILWAUKEE, W, 53226 Date Checked By: |[Drawn By: ( : 209 Debartment of
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Amendment 001

1 2 3 4 5 6 7 8 9
i . . i DRILLED BOREHOLE
DETECTABLE WARNING IS 48°x24”, CONSISTING OF (2) 24x24” PLATES CAST INTO NEW 67| 18 | |6 18
CONCRETE, UNPAINTED, CAST IRON, BOLTED. NEENAH MODEL 4984-243, OR VA—APPROVED 1/2"/FT BATTER 12T BATTER ggﬁ#‘é”wﬁzg"ooﬁxEAFf\F',“FE’OVED
EQUAL. SURFACE CONSISTS OF RAISED TRUNCATED DOMES, NOMINAL DIAMETER 0.9, NOMINAL C“@ZF;‘?CE 7. FQUAL '
HEIGHT 0.2” AND CENTER TO CENTER SPACING OF 2.35”. COMPACTED s o 24 VAX. 1 14 frooT COMPACTED A3
BASE COURS —— sioPe AL ORI ADJUSTING RINGS 6” MIN. OR AS REQUIRED
N - TO MEET GRADE. BUTYL SEAL BETWEEN
AS D\ RINGS.
\/\ S N : 4 |
) - - PRECAST REINFORCED CONCRETE
| CONC. SIDEWALK . o N e > _/ SIGN POST OUTER CASING 2 "1 FuAT s ToP
DETECTABLE = = HIGH-SIDE CURB LOW-SIDE CURB DRY PACKED CONCRETE S " 6"
Be! WARNING — . ™ = ol NOTES: 4000 PsI . -
S = WO a w A) 3500 PSI CONCRETE SHALL BE USED IN CONSTRUCTION OF THE CURB & GUTTER. PLAN VIEW
© FENTT S = B) THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE SLOPE OF THE GUTTER PAN.
2 - D %] C) FOR DEPRESSED CURB HEAD SLOPE, USE THE SAME SLOPE AS ADJACENT SIDEWALK. «
S = A > Al D) THE BOTTOM OF THE CURB AND GUTTER MAY BE CONSTRUCTED EITHER LEVEL OR PARALLEL TO THE SLOPE ~=—— PRECAST
We s s - a OF THE SUBGRADE OR BASE AGGREGATE PROVIDE MINIMUM 6" GUTTER THICKNESS MAINTAINED. TRANSVERSE REINFORCED
[ I CONTRACTION JOINTS SHALL BE CUT OR SAWED AT MAXIMUM 20 FOOT INTERVALS. CONCRETE RISERS
. A - \ N R E) 1/2" PREFORMED EXPANSION JOINT FILLER SHALL BE PLACED TRANSVERSELY IN THE CURB ABUTTING i
: BN CASTAG G5 s SOOI, WAL 00 SDMCS M AL MERVAS o T St i P W S a a
2 o e e 5069696969695 au - "x3f%"x%" THK. ALUMINUM TUBE T—
3] b9690%9090%0%0 , DOUBLE BUTYL SEAL
£ ™t w 2505259695200 - CONCRETE CURB & GUTTER DETAIL PAINT 4” WIDE BLACK ‘Gr 1 GROUT SPACE | * BETWEEN  RISERS.
o swe swe  sw, || BSa%a%%C07a S CONC TOP ROUNDED STRIPE AT TOP OF POST \V4 UPPER/LOWER TUBES BUTTED INSIDE OUTER TUBE BETWEEN PIPE  |[*. &
s CURB & GUTIER | ' & TROWELLED SMOOTH 7 AND 4 - STEPS CONFORMING TO
= - < A A AL A | (2) 3/8"x4" LONG S.S. BOLTS (PER LEG) AT BREAKAWAY STRUCTURE ] ) MSHTO M. 199,
(NORTH AMERICAN GREEN " WALL. . 16
C350 OR EQUAL) 55 6@ SCH 40/5 TEEL | A % N
- s PIPE FILLED W/CONC. T =
. 1'-6 4>‘ — 6 — }<— 1'-6 oL oo R LAWN AREA a=F BANCR WA 2 GONCRETE — —
9 OVERLAP AND MAINTAIN 3 COATS PAINTED © \ OVER 3/4” TRAFFIC BOND —— .
L PER WANUFACTURER'S YELLOW W/RUST =) s A > i
o —RESISTANT - M : — —
o DETECTABLE WARNING PLATES REFLECTIVE PAINT |-
:L NO SCALE e T T = /—SIGN POST OUTER CASING 3, SUMP EL. i ' 4
o FLUME DETAIL T i " :
o | REPL CONC PAD TO MATCH v 253 / CONCRETE FOOTING b RN
< DD 3"x3"x1/8" THK. ALUMINUM TUBE
EXST SAWCUT CONC FOR 5== j \— 4 BARS @ 12" C-C EACH WAY TO
Y ” ’ " '_g” -
E 24" CONCRETE CURB AND GUTTER REPL'MNT W/NEW CONC SLAB ) S R )
SCALE: NONE EXP JT MATL, 1/2" < ©aS ©@ 6° C-C EACH WAY OVER 12' TO
£ 5 BITUMEN—IMPREGNATED <[> + 7z 25 DEPTH.
FELT TOPPED
° W JSELF L EVELING <> T2 e 3 CIRCULAR CATCH BASIN DETAIL
- NO SCALE
0 POLY DRY PACKED CONCRETE— | o [E E
4000 PSI
° 4,000 PSI DRY PACK \ PAVEMENT SUBGRADE OR
CONCRETE - TURF SUBGRADE.
o 10:1 FILL OR CUT SLOPE. SEED ©
FERTILIZE, & MULCH DISTURBED 24" CONCRETE CURB & GUTTER A NN
AREAS ~=— AS SHOWN ON PLAN . 3/8"x4” LONG S.S. THRU BOLTS
s am 3(5"x3% "x%” THK. ALUMINUM TUBE
—— 12"+ —— " | 18" — 2’ (TYP) 2—=0
: COMPACTED EXCAVATED
NSRS Xﬁ 2’ (vP)
RS " NATIVE MATERIAL
NN v 3/4° WX R ot ' IN IN UNPAVED OR SECTION B-B
AR ~ _/)\ ) PAVEMENT PVMT GRASS AREAS
N TR s 6 — SCALE: 3" = 1'-0"
= IS SN SN S SR Ry
LE \// // // // v // // v ] }‘ 4 % 4 6’ X
" v v v A g
c ] 10" K, 7,0, e s : A/ |CONCRETE POST_BARRICADES y %— COMPACTED COVER MATERIAL
o © % Lt L q s NO SCALE > >
SELECT COMPACTED FILL CPAEPN < ¢ 17" _
I I / m&/d@&/d@&n@\éua@gagg}ga@vd@)@d )4 % _//;, - - a{/_
S ? 2 0@% 0@% 0@% 0@% 0@% 0@% cg) ] WHITE PANT (TYP) l NEzsaEaes TS
- N “@Q\ “@Q\ “%Q GG/Qx “@Qx “@Qx 4 < \\\{{{{{ 7 o~ — — — \<
g S Y LY LYY LY ¢ CROSSWALK DETAIL B )SiNPosT oeraL N KK
NO SCALE NO SCALE » XA <
3" OF CRUSHED STONES] , Bl N COMPACTED BEDDING
CURB END DETAIL REQUIRED IN WET X - G
TRENCH » P MATERIAL
” . 7
TYPICAL GRADING SECTION AT 24" TYPE A NO SO N B X BEDDING MATERWL To B
oo (i ¢
CONCRETE CURB _AND GUTTER Eh FI)-ZLI;\E&/ REFERRED TO UEEE\ISERSQSDMESQ LIJ-'ARLAME. OR >i §< PLACED BEFORE SETTING PIPE.
NO SCALE 5 : » "
/ ORI Dy N o e 3
§ ~ ADJUSTING RINGS AS
N S REQUIRED TO MEET GRADE.
° ‘ DOUBLE BUTYL SEAL
c : BETWEEN RINGS.
© ’ — TRENCH BACKFILL AND PIPE
I FLOW DIRECTION ‘. )
- T z Al s | BEDDING DETAIL
2 CEOTEXTILE = - ‘ GROUT SPACE BETWEEN PIPE NO SCALE
; NOTE: ADDITIONAL POST DEPTH OR TIE BACKS FABRIC 5 : ; AND STRUCTURE WALL.
s B MAY BE REQUIRED IN UNSTABLE SOILS \ ’\‘ 2 ¥ .
to TIEBACK BETWEEN FENCE d GEOTEXTILE - — & 4 :
3 POST AND ANCHOR FABRIC SUPPORT CORD—= U o ) — » JOINT A JOINT
o= a = — | TOP OF CURB EDGE OF PAVEMENT |
o © ® GEOTEXTILE E - . 7
£ FLOW DIRECTION WOOD POSTS FABRIC —= WOooD POST S — i $ [ IJ / $
= LENGTH 3'-4' — —
ZW% 20" DEPTH ‘ | -1 _ I_ _____ L _ _|
FLOW DIREC \ < IN' GROUND o) e MN |_ _7 —— —-—— =4 ———— 7
TN —— sowp eL | | : FLOW LINE A <<
WA e HooD FOST GEOTEXTILE B T ) ;
ANCHOR STAKE FABRIC i EABRIG D : VAR. 3" NOR: INLET COVER VAR. 3" NOR——
<« MIN. 18” LONG 1 TWIST METHOD J
&
ELEVATION
TRENCH DETAIL GEOTEXTILE -
SILT FENCE TIE BACK cEOTBILE (O )TYPICAL CATCH BASIN SECTION
= (WHEN ADDITIONAL SUPPORT REQUIRED) % “LoW DIRECTION PRECAST REINFORCED CONCRETE A
(o]
= BACKFILL & COMPACT $ NO SCALE
o TRENCH WITH GEQTEXTILE
S GENERAL NOTES EXCAVATED SOIL FABRIC _\ / 1” DEPRESSION BELOW
I 1. HORIZONTAL BRACE REQUIRED WITH 2" X 4” WOODEN FRAME OR EQUIVALENT AT TOP OF POSTS. O NORMAL FLOW LINE
s ] ] ATTACH THE FABRIC TO
o 2. TRENCH SHALL BE A MINIMUM OF 4” WIDE & 6" DEEP TO BURY AND ANCHOR THE GEOTEXTILE THE POSTS WITH WIRE S GEOTEXTILE
£ FABRIC. FOLD MATERIAL TO FIT TRENCH AND BACKFILL & COMPACT TRENCH WITH EXCAVATED SOIL. STAPLES OR WOODEN LATH 67\\0 woop POST ., . O\ /" FABRIC
= AND NAILS & )
©© 3. WOOD POSTS SHALL BE A MINIMUM SIZE OF 14" X 1%” OF OAK OR HICKORY. 0 © 1 O GRATE ELEVATION AS SHOWN ON
¢ 20" MN——] j STORM SEWER DETAILS
v 4. SILT FENCE TO EXTEND ACROSS THE TOP OF THE PIPE. - WOOD POST
°© 5. CONSTRUCT SILT FENCE FROM A CONTINUOUS ROLL IF POSSIBLE BY CUTTING  LENGTHS TO « NOTE: 80" POST SPACING ALLOWED IF A
AVOID JOINTS. IF A JOINT IS NECESSARY USE ONE OF THE  FOLLOWING TWO METHODS; A) : 8- CURB AND GUTTER
OVERLAP THE END POSTS AND TWIST, OR  ROTATE, AT LEAST 180 DEGREES, B) HOOK THE END WOVEN GEOTEXTILE FABRIC IS USED. HOOK' METHOD /
OF EACH SILT FENCE  LENGTH.
SILT FENCE ®
JOINING TWO LENGTHS OF SILT FENCE
ke
e GEOTEXTILE FABRIC-TYPE FF
()]
[
o
I
<
S USE REBAR OR STEEL ROD
= GEOTEXTILE FABRIC FF FOR REMOVAL
2 2" COMMERCIAL MIX ASPHALT BINDER COURSE
>
© 2” COMMERCIAL MIX ASPHALT WEARING COURSE
$o / GEOTEXTILE SEPARATION HONT. BACK. AND BOTION T0. 8 2 \ CURB & GUTTER EDGE —=]
-I_C—‘ PR AR 7 00000000 7 ,F,A18,5! M:ADE FR’OM SINGLE PIECE OF 4")(6" OVAL HOLE SHALL BE
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three quarters inch = one foot
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